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GIRDER WEB

o]

STAINLESS STEEL RODS

W/4-STAINLESS STEEL HEX
NUTS, LOCK WASHERS, AND ,
FLAT WASHERS (500 LBS 16

UNIVERSAL INSERT
(GRINNEL OR APPROVED EQUAL)

CAPACITY) —————

BRIDGE DECK

DETAIL "J

THIS SHEET

AN

GRS CONDUITS FOR
TLLUMINATION(SEE PLAN)

BAR 4"x1/2"

SEE BRIDGE PLANS

¥ Cll

GRS _CONDUITS FOR

SC&DI (SEE SC&DI SHEET)

INSTALL LATERAL BRACING
HARDWARE WHERE NECESSARY

HANGING BRACKET DETAIL

STEP 1 TURN OUTER NUT TO ALIGN

VERTICAL HANGER RODS

AFTER PROVIDING A TIGHT FIT BETWEEN
FABRIC PAD AND GIRDER WEB, TURN OUTER

NUT ONE FULL TURN AWAY FROM CONCRETE
(TYP. FOR BOTH ENDS OF HORIZONTAL BRACING)

STEP 2

STEP 3 TURN INNER NUT 1/3 TURN AGAINST

STEEL BAR AFTER SNUG FIT
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3Y5""x3Y,"'x3/8" (AASHTO
MI83 OR AN APPROVED MATERIAL)
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3Y5"'x3Y5"'x3/8"
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